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whichever criteria is less stringent. The rel-
ative accuracy shall be computed from at 
least nine comparisons of the combined 
emission rate values using the procedures in 
section 7 and the equations in section 8, Per-
formance Specification 2, appendix B. 
Throughout, but only during, the relative ac-
curacy test period the DAFGDS bypass 
damper shall be partially opened such that 
there is a detectable flow. 

4.8.3–4.8.3.4 [Reserved] 
4.9 The total monitoring system required 

by 4.2 shall be subject only to an annual rel-
ative accuracy test audit (RATA) in accord-
ance with the quality assurance require-
ments of section 5.1.1 of 40 CFR part 60, ap-
pendix F. Each SO2 and diluent CEMs shall 
be subject to cylinder gas audits (OGA) in ac-
cordance with the quality assurance require-
ments of section 5.1.2 of appendix F with the 
exception that any SO2 or diluent CEMs 
without any type of probe or sample line 
shall be exempt from the OGA requirements. 

5. Recordkeeping Requirements 

5.1 The plant owner or operator shall keep 
a record of each hourly emission rate, each 
hourly SO2 CEMs value and hourly flow rate 
value, and each hourly Btu heat input rate, 
hourly steam rate, or hourly electrical power 
output, and a record of each hourly weighted 
average emission rate. These records shall be 
kept for all periods of operation of Unit 1 or 
2 under provisions of § 60.43(e), including op-
erations of Unit 1 (E1) during periods of 
DAFGDS startup, shutdown, and malfunc-
tion when H1 and E1 are assumed to be zero 
(0) (see 4.5). 

5.2 The plant owner or operator shall keep 
a record of each hourly gas flow rate through 
the DAFGDS stack, each hourly stack gas 
flow rate through the bypass stack during 
any periods that the DAFGDS bypass damper 
is opened or flow is indicated, and reason for 
bypass operation. 

6. Reporting Requirements 

6.1 The owner or operator of any affected 
facility shall submit the written reports re-
quired under 6.2 of this section and subpart A 
to the Regional Administrator of the 
USEPA, Region 5 and the Director, of the 
IEPA for every calendar quarter. All quar-
terly reports shall be submitted by the 30th 
day following the end of each calendar quar-
ter. 

6.2 For sulfur dioxide, the following data 
resubmitted to the Regional Administrator 
of the USEPA, Region 5 and the Director, of 
the IEPA for each 24-hour period: 

6.2.1 Calendar date 
6.2.2 The combined average sulfur dioxide 

emission rate (ng/J or lb/million Btu) for the 
past 30 successive boiler operating days (end-
ing with the last 30-day period in the quar-
ter); and, for any noncompliance periods, 

reasons for noncompliance with the emission 
standards and description of corrective ac-
tion taken. 

6.2.3 Identification of the boiler operating 
days for which valid sulfur dioxide emissions 
data required by 4.6 have not been obtained 
for 75 percent of the boiler operating hours; 
reasons for not obtaining sufficient data; and 
description of corrective actions taken to 
prevent recurrence. 

6.2.4 Identification of the time periods 
(hours) when Unit 1 or Unit 2 were operated 
but combined hourly emission rates (EC) 
were not calculated because of the unavail-
ability of parameters E1, E2, H1, or H2 as de-
scribed in 3.2. 

6.2.5 Identification of the time periods 
(hours) when Unit 1 and Unit 2 were operated 
and where the combined hourly emission 
rate (EC) equalled Unit 2 (E2/H2) emissions 
because of the Unit 1 malfunction provisions 
under 3.5.3, and 3.5.4. 

6.2.6 Identification of the time periods 
(hours) when emissions from the Unit 1 
DAFGDS have been excluded from the cal-
culation of average sulfur dioxide emission 
rates because of Unit 1 DAFGDS startup, 
shutdown, malfunction, or other reasons; 
and justification for excluding data for rea-
sons other than startup or shutdown. Report-
ing of hourly emission rate of Unit 1 (E1/H2) 
during each hour of the DAFGDS startup, 
malfunction under 3.5.1, 3.5.2, 3.5.3, and 3.5.4 
(see 4.5). 

6.2.7 Identification of the number of days 
in the calendar quarter that the affected fa-
cility was operated (any fuel fired). 

6.2.8 Identify any periods where Unit 1 
DAFGDS malfunctions occurred and the cu-
mulative hours of Unit 1 DAFGDS malfunc-
tion for the quarter. 

6.2.9 Identify any periods of time that any 
exhaust gases were discharged to the 
DAFGDS bypass stack and the hourly gas 
flow rate through the DAFGDS stack and 
through the DAFGDS bypass stack during 
such periods and reason for bypass operation. 

6.2.10 [Reserved] 

[52 FR 28955, Aug. 4, 1987, as amended at 58 
FR 28785, May 17, 1993; 59 FR 8135, Feb. 18, 
1994] 

APPENDIX H TO PART 60 [RESERVED] 

APPENDIX I TO PART 60—REMOVABLE 
LABEL AND OWNER’S MANUAL 

1. Introduction 

The purpose of this appendix is to provide 
guidance to the manufacturer for compliance 
with the temporary labeling and owner’s 
manual provisions of subpart AAA. Section 2 
provides guidance for the content and pres-
entation of information on the temporary la-
bels. Section 3 provides guidance for the con-
tents of the owner’s manual. 
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